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VALVE BOX PER
PLATE 303

.C. PAVEMENT

ABOVE GROUND PORTION TO BE
INSTALLED BY WATER DIVISION

I

_+——SAMPLER CASE

L 36" 24" |

| . SEE NOTE 2|}

) 1" ABOVE ; '
GUTTER F.L. _ oD I b )

1" TYPE "K" OR

BRONZE COPPER PIPE ‘\

) 12 1" DRAIN PIPE

TN
\,\\\/\>\(/

CONCRETE COLLAR
PER PLATE 303

1" TYPE "K" OR
BRONZE COPPER PIPE

1" FORD FB-1000
OR EQUAL

SADDLE 202B (AC
FORD 202BS (PVC

NOTES:

1. SAMPLER MAY BE INSTALLED IN PARKWAY WITH A 24" SQ. x 6" CONCRETE PAD.

2. SAMPLER SHALL BE 18" FROM FAC
IN WIOTH. :

1", B11-444 OR B44-444 CURB
STOP OR APPROVED EQUAL

CORPORATION STOP

& CAST IRON),
900) OR EQUAL.

E OF CURB IF SIDEWALK IS ADJACENT TO CURB AND 5' OR LESS

3. CONTRACTOR TO INSTALL ALL BELOW GROUND PORTIONS OF SAMPLING STATION INCLUDING MIN. 36"
DRAIN LINE AND SERVICE LINE RISERS ABOVE FINISH SIDEWALK ELEVATION.

CITY OF WATER SAMPLING STATION Sz
DRAWN: _STAFF__ [ckp.. STAFF 7 PLATE 315
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Granville M. Bowman
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