
W
,..

AGG. BASE PER
STREET SECTION
(4" MIN.)
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#4 REBAR @ 12" O.C., BOTH WAYS

BASE PER STREET SECTION (4" MIN.)
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STANDARD SECTION

AGGREGATE BASE REQUIRED UNDER CROSS GUTTER BEGINNING AT B.C.R. & E.C.R. & UNDER
SPANDREL.
-- INDICATES COLD JOINT (CJ) OR EXPANSION JOINT (EJ).
- - - INDICATES WEAKENED PLANE JOINT 2" DEEP TO BE PLACED WHEN W IS GREATER THAN 20'.
CROSS GUTTER & SPANDRELS THICKNESS SHALL BE g' FOR CROSS GUTTER WIDTH OF 16', 18',
AND 20'.
STEEL REINFORCING SHALL BE #4 BARS AT 1t' O.C. BOTH WAYS IN CROSS GUTTER &
SPANDRELS.
CROSS SLOPE OF CROSS GUTTER TO FLOW UNE SHALL BE 2%.
TRANSITION SECTION SHALL BE INCREASED BY 2' FOR 2' INCREMENTS FOR CROSS GUTTER WIDER
THAN 8'.
CONSOUDATE CONCRETE USING A VIBRATOR.
ALL CONCRETE SHALL BE CLASS 520-A-2500 WITH 2LBS OF 3/4" LONG POLYPROPYLENE FIBERS
PER CUBIC YARD.

PRIOR TO MACHINE PAVING AGAINST
PCC X-GUTTER, A WEDGE OF AC
6' IN WIDTH MUST BE PLACED BY
HAND, AS INDICATED, TO PREVENT
MACHINE DAMAGE TO GUTTER, (BOTH
SIDES). TACK EDGES OF X-GUTTER
WITH TACK COAT SS-1 H. AC WEDGE
TO BE PLACED 7 DAYS AFTER
X-GUTTER HAS BEEN POURED.
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: TRAN·SITION L P.C.C. ~'-W'P.J'@EQUJA

L_ __ 'r.. INTERVALS TRANSITION
SECTION (NOTE 7) #4 REBAR @ 12" O.C. (20' MAX.) SECTION (NOTE 7)

BOTH WAYS IN X-GUTTER A
AND SPANDREL. HIKE SPANDREL TO HAVE 2"

LESS CURB FACE THAN
CALLED FOR ON PLANS.
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CROSS GUTTER a: SPANDREL
DRAWN: STAFF CKD.: STAFF
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