
C) 3/32" OUTLINE 

FRONT DETAIL  

ANTI—ROTATIONAL 
MEDIUM EXTRUSION TWIST—IN CLAMP  

—FLAT CUT OUT 1/8" THICK 
ALUMINUM PANEL. CORNERS 
TO HAVE 1/8" RADIUS. 

31h" ROUND SCH. 40 GALVANIZED STEEL 
PIPE W/ CAPPED END 

6' – 5" 

1" MED SIGN FIX CHANNEL—J*4i-
FRAME WELDED TO BACK 
OF SIGN PANEL. COLOR SCHEDULE 

BACKGROUND 

0 PAINTED BACK, 
BACK SUPPORTS 
& EDGES 

a. 
a. 

NO. COLOR NO. COLOR NAME FINISH 

0 PMS 653c BLUE 3M TRANSPARENT INK 

0 PMS 248c VIOLET 3M TRANSPARENT INK 

0 PMS 128c YELLOW 3M TRANSPARENT INK 

® PMS 248c LT. BLUE 3M TRANSPARENT INK 

0 FRAZEE PAINT 7536N DEEP SPACE (BLUE) SEMI GLOSS 

0 3M DIAMOND GRADE CUBE REFLECTIVE 4090 WHITE SHEETING 

– SURFACE SHALL BE COVERED WITH 3M DIAMOND GRADE CUBE REFLECTIVE 4090 SHEETING WITH 
COLORS SCREENED PRINTED AND APPLY 1160A PROTECTIVE OVERLAY FILM FOR A MATCHED 
COMPONENT SYSTEM WARRANTY. 

– TEXT SHALL BE FHWA SERIES C FRUTIGER WITH 6" UPPERCASE AND 41h" LOWERCASE LETTERING. 
– LAST LINE OF TEXT SHALL BE 4" FROM BOTTOM OF SIGN. MAX HEIGHT OF SIGN SHALL BE 5' –3" . 

– THREE LINES OF TEXT MAXIMUM EXCEPT AS SHOWN. 

– ALL SIGNS SHALL BE ORDERED FROM THE CITY OF OXNARD. FINAL TEXT LAYOUT SHALL BE APPROVED 
BY THE CITY TRAFFIC ENGINEER PRIOR TO THE CONSTRUCTION OF SIGN. 

WAYFINDING SIGN 
DRAWN :  A. Roque  I CKD •  E. Hipolito  

Department of Public Works 
"— — 

APPR 	  
. Elaiderramo, City Engineer  

STANDARD PLAN 
2002 
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