DATE

APPR, BY

REY,

NS ¢ NN - Y\
% I UNDISTURBED SOl x2O(k

. L .

REY,  APPR, BY

r:E - ’ .. t .. B Ly .
g et St '4:}'. t__:_'{'b..f"";' o i\.A N T
T P.V.C. WATER MAIN F4b |
5 kb |
Ll , [ — :
2 UL A Cf A
. : {-. . .\".._ . .';-i'. ', L. B T Ihn e e
R 32\ A\ R T e 22NN\
i\\//@\‘é\\\//\\ Le . a S~ UNDISTURBED ;\Q\/‘//\//)\\\//\\ SoiL
< CONCRETE NOT TO CONTACT _G_j , &
PIPE OR FACE OF FLANGE MIN. 3' & CAP IF AT DEAD END
WITH THRUST BLOCK & BLOW OFF
PLATE 306
PLAN VIEW ( )
3/8" TIE RODS
LEAVE ADEQUATE CLEARANCE
MECHANICAL JOINTS——__ _ FOR REMOVING BONNET BOLTS
g I l D
P.V.C. WATER MAIN = -
e
- .*‘.':.’.:.!.---, N - '—;~_‘_:‘: P ./ Ca e ":‘. .:.
N I ZBARREL OF PIPE TO LAY ON COMPACTED
s S SR BEDDING DIG OUT FOR BELLS
-3 .
LONGITUDINAL  SECTION
LEAVE ADEQUATE CLEARANCE FOR 3/8" TIE RODS
REMOVING VALVE OPERATOR BOLTS — =
- .o B
o *9; WATER MAIN
TR ’ ” <
Y I el 3 -h‘-_-‘ 2= >
- . e
LONGITUDINAL  SECTION
NOTES:
1. INSTALL INSULATED COPPER LOCATION WIRE, 12 GAUGE, ON ALL P.V.C. PIPE PER GENERAL
REQUIRMENT SECTION.
2. VALVE THRUST BLOCKS ARE SIZED FOR DIFFERENTIAL PRESSURE OF 200 PSI. GREATER DIFFERENTIAL
PRESSURES REQUIRE SPECIFIC DESIGN BY ENGINEER.
3. VALVES ON TEMPORARY DEAD ENDS SHALL BE CAPPED AND CLOSED.

THE RODS AND BOLTS SHALL BE COATED WiTH NO OX—ID MATERIAL OR EQUAL AND P.E. WRAPPED.
REFER TO PLATE 602 FOR BEDDING REQUIREMENTS.
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