
DETAlL APPLlCABILlTY: STREETS OLDER THAN 10 YEARS

t--........--=&=. SACKFlll lONE - 95% OF LASORATORY MAXIMUt.1
OENSITY. INSPECTION OF THE DENSITY Wlll BE
DONE BY TEST

OR
SACKFlll AlTERNATIVE. SEE SHEET 3 NOTE 7

NEW A.C. = EXISTING THICKNESS +1"

~t--........-&==:::;..CAB. CMB. CL2. OR RECYCLEO PMB
AS PER CONTROLUNG SPECIFICATION

OR
BACKFllL ALTERNATlVE. SEE SHEET 3 NOTE 7

All UNDERMINEO OR OAMAGED A.C.
PAVEMENT IS TO BE REMOVED ro
UNDISTURBEO SUBGRAOE ..........._-J

BACKFlll lONE MATERIALS SHAll
HAVE A SANO EOUIVAlENT OF 20
OR GREATER TO BE DETERMINEO BY
SOllS ANAlYSIS. BACKFILl PAlCEMENT
SHAll BE PER STANDARO SPECS.

&J:EE SHEET 3 NOTE 10 F'OR MINIMUM

~~._~DT~?
REPAlR FLUSH WITH
EXISTlNG PAVEMENT TACK COAT 0.10 GAI..!SY SS-lH

FINISH GRADE~ SAW CUt: (SEE NOTE 5) AlL VERTICAl SURFACe:S

~~~~/~~~~ /~~~~~j~J
~~L~~L~L~ ~L~L~~~

BEOOING ZONE

MATERIAL IN BEODING lONE ANO IN
PIPE lONE 90'; OF LAS. MAX. DENSITY.
SE = OR > 30. (SEE NOTE 10)

1. ....-- t.1INIMUM 6" & MAXIMUM 12"

PIPE ~
lONE

SPRING UNE1
ROCK STABIUZATION REOUIREO
IN UNSUITABLE SOll AS
DETERMINEO BY THE
INSPECTOR OR SOll
ANAlYSIS. BACKFILl • ..•.... ...•. '!o
PLACEMENT SHAll BE . . .... .
PER STANDARD SPECS.-S-I I '!oL-L ...J
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DETAll APPlICABllI1Y: STREETS LESS THAN 10 YEARS

SEE SHEET 3 NOTE 10 FOR
MINIMUM FULL OEPTH AC
REMOVAL WIOTH ON aoTH
SIDES OF THE TRENCHPARAlLEl 10 Ci

MATCH CROWN le SLOPE
IN EXISTlNG ROAD SURFACE

NEW ASPHALT TO BE
EXISTlNG PLUS 1· THICK EXISTlNC MEPlAN OR
PG 64-10 B OR C2 AC CURB le GUTTER

MILL 0.13' OF EXISTlNG \
PAV(MENT le PAVE wlTH O.l:r TACK COAT \ ....

r:¡ r I
l ... ~ C2 AC PG 64-10 FULL WIOTH 0.10 CAL/SY.. .~
I . , SS-lH '_¡
I . ~ lo _ - _ - .-.--!~"""....,.-"'-r-r-r"""""""'-"""'~""""'''''''-'''-r..,..-r-+-..,...''''''''''''''''~'''''" - ... _J ...
~•• >', ~.>.'~:.:. ~.... " ..... ~*: . I

~~ ~ _ :.. ~~_J~ ~-'-'~'-''-'-'-'~_.~.~_-._J
SEE SHEET 1 FOR ""'-EXISTlNG PAVEMENT
TRENCH REQUIREMENTS--+~

2rJ' WIDE REINFORCEMENT F~IC
TACK 0.23 CAL/SY FOR FABRIC

SEE SHEET 3 NOTE 10 FOR
MINIMUM FULL OEPTH AC
REMOVAL WIDTH ON BOTH
SIDES OF THE TRENCH

TRENCH WIDTH
MIN
12"

[1lE_ ~ """'" 0.13'

~~--"','¡..,.:....,....,...:..,...;-.::,.....,.....,..."...,......"...,..._..,,-.;.-.,...:..~,.....,....t-¡¡~ EXISTlNG PAVEMENT

1-,,-, -, ,-,-,-, ::... ::... ::... ::... ::"'I~'~
TACK 0.10 CAL/SY SS-IH
ON VERTICAL &: HORIZONTAL
SURFACES ------../

& PERPENDICUlAR ro <l
~ SEE NOTES 15 &: 16
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TRENCH DEPIH MIN. J!AVflMENT REMOVAL ag:xOND TRENCH WAU.

O - S' 12-
$' - 10' l6-
1~+ ~-

NOTE: CI1Y OF OXNARD PUBUC· WÓRKS INSPECTOR ~Y INCRfASE BEYOND THESE UMITS DUE TO SPECIAL S/TE CONDITIONS
ANO CONTRACTORS METHOD OF OPERATION. REMWAl WlDTHS IDENTIFlED ABOVE ARE MINIMUM REQUIRED FOR ALL
TRENCH REPAlRS.

BEDDING ANO ~IPE ZONE F1LL SHALL BE PERSSPWC (GREENBOOK) UN~SS OTHERWISE SPECIFlED.

REINFORCING FABRIC,WILL BE -PAVE PREP", -PAVE TAC' -OR EQUAL

FOR TRENCHES PARALLEL TO THE t OF THE STREET THE ENTlRE. PAVEMENT WIDTH BE1WEEN THE EOGES OF THE PAVEMENT,
i.e. CURB TO CURB, SHALL BE REMOVED TO ADEPTH OFO.13'; THE TRENCH ARrA SHALL BE RESTORED AS PER
SHEET 1 &: 2.

FOR TRENCHES PERPENDICULAR TO STREET t. THE PAVEMENT SURFACE SHALL BE ,REMOVED TO A DEPTH OF 0.13' AS
DETERMINED BY SHEET 1 &: 2. STRIPS OF PAVEMENT REINFORCEMENT FABRIC SHALL BE CENTERED OVER THE EDGES
OF THE TRENCH. MINIMUM WIDTH OF REINfORCING FABRIC FABRIC SHALL BE 2ft.

MULTlPLE PERPENDlCULAR/TRANVERSE TRENCHES SPACED CLOSER THAN 500 FEET APART SHALL BE MILLED LONGITUDINAlLY
FROM TRENCH TO TRENCH ANO CAPPED WITH A 0.13' C2 AC PG 64-10 FULL WIDTH Of THE STREET AS SHOWN ON ~
PARALLEL TO t.
POT HOLES SHALL BE CONSIDERED TRENCH CUTS FOR REPAlR PURPOSES.

1. JEmNG PERMITIED 3' BELOW SUBGRADE IN SUITABLE SOIL (SE = OR >30) WITH NO GROUNDWATER CONDmON•

.& 2. A.C. ANO BACKFlLL TO BE MECHANICALLY COMPACTED. WHEEL ROWNG NOT PERMITIED.

3. A.C. COLO MIX TO BE ON SITE PRIOR TO BRE'AKING PAVEMENT.

4. SHORING REQUIRED PER CAL-OSHA

S. ALL TRENCHES PARALLEL TO THE éENTERUNE OF THE STREET SHALL BE PAVED WITH ASPHALT PAVlNG MACHINE FLUSH
WITH THE EXISTING PAVEMENT.

BACKFlLL SHALL BE IN ACCORDANCE WITH THlS PLATE EXCEPT THAT THE BACKFlLL OF TRENCH ON TRANSVERSE CUTS
ON ALL MAJOR ARTERIAL STREETS SHALL BE A ONE SACK CEMENT SLURRY•

A 1~-SACK SLÚRRY BACKFIU MAY BE AlLOWED BY ENGINEER.

HYDRO-HAMMER, OR STOWPER, IS PERMITIED SUBJECT TO PRIOR APPROVAL. THEY ARE NOT PERMITIED WITHIN S' OF
EXISTlNG UTIUT1ES.

IF EOGE OF ~TRENCH 15 60- OR LESS FROM THE EOGE OF A GUTTER, OR OTHER EXISTING TRENCH REPAlR, THEN REMOVE
THE INTERVENING ASPHALT BE1WEEN THE GlJITER EDGE OR EXISTlNG TRENCH REPAlR ANO REPAVE IT AS PART OF THE
lM:NCH RESURF'ACING.
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