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ACCESS RAMP DRIVEWAY 

WPJ = WEAKENED PLANE JOINT 
EXP JT = EXPANSION JOINT 

BCR = BEGINNING OF CURB RETURN 
ECR = END OF CURB RETURN 

SL = SCORE LINE 
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NOTES:  
1. WEAKENED PLANE JOINTS SHALL BE USED FOR ALL JOINTS, EXCEPT 

EXPANSION JOINTS SHALL BE MADE ON CURB & GUTTER AND SIDEWALK 
AT THE BCR, ECR, DRIVEWAYS AND AT 60' INTERVALS. EXPANSION JOINT 
MATERIAL SHALL BE USED AROUND POLES LOCATED IN SIDEWALK AREAS. 

2. CURB & GUTTER SHALL BE CONSTRUCTED SEPARATELY FROM SIDEWALK. 
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3. WEAKENED PLANE JOINTS SHALL BE CONSTRUCTED AT REGULAR INTERVALS 
NOT TO EXCEED 10' IN WALKS AND CURB & GUTTERS. WALK AND CURB 
JOINTS SHALL BE ALIGNED. 

4. S/W SHALL BE SCORED AT 5' INTERVALS. 

5. WEED KILLER SHALL BE APPLIED AT ALL COLD JOINTS AND SHALL STOP 
6' SHORT OF THE TREE DRIP LINE. 
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ACCESS RAMP 
(SEE PLATE 110) 

SEE PLATE 112 FOR ADDITIONAL INFORMATION ON EJ, WPJ, AND SCORING LINES - TYPICAL SPACING. 
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