
11f" STD. GALV. PIPE 
FOR GATE FRAME 

GATE SHALL HAVE FULL HEIGHT 
LOCKING BAR WITH NOT FEWER 
THAN TWO SETS OF LOCKING 
PRONGS & A PAIR OF 
PERFORATED LUGS. OR AN 
EQUIVALENT DEVICE, FOR THE 
INSTALLATION OF A PADLOCK. 

I12" 

METAL 
SLEEVE 

45' ANGLE ARMS 
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15"  7 
Du 	ALL POSTS 10'-0" (MAX.) 

1kt STD. GALV. 	 7 GA. STEEL PIPE RAIL 	 TENSION WIRE 
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BAR*" x1"BASNTEgLsFSATcRiToCHER 

AT 12" INTERVALS 

12" 47 
DIA. 

X"A' STEEL 
STRECTHER BAR 

TYPICAL RAIL do TRUSS ROO PANEL 

STANDARD DROP FORCED 
TURNBUCKLES 

II" 0 TENSION ROD 

CORNER OR INTERMEDIATE 
POST-STD. GALV. PIPE 

GATE POST-STD. GALV. 
PIPE WITH BALL TOP 

FABRIC SAME 
AS IN FENCE 

LINE POSTS-STD. GALV. PIPE 
WITH DRIVE FIT GALV. CAP 	 

i
11 GA. - 2" GALV. MESH CHAIN LINK 
FABRIC FASTENED TO LINE POSTS 
AT INTERVALS OF APPROX. 14-, 
FASTEN TO TOP RAILS AND TENSIO 
WIRES AT INTERVALS OF APPROX. 1 
WITH 11 GA. GALV. OR ALUM. TIE 
WIRES 

INTERMEDIATE POST 
ARE TO BE BRACED AN 
TRUSSED TO ADJACENT LIN 
POSTS AT 300' INTERVALS 
ALONG FENCE LINE & AT ALIGNMEN 
DEFLECTION ANGLES OF 15' OR MORE. 

NOTE'  CHAIN LINK FENCE FABRIC SHALL 
HAVE TWISTED & BARBED FINISH ON 
BOTH EDGES FOR WIDTHS OF 60" & 
OVER. FABRIC LESS THAN 60" WIDE 
SHALL HAVE KNUCKLED FINISH ON 
TOP EDGE WITH TWISTED & BARBED 
FINISH ON BOTTOM EDGE. FABRIC 
SHALL BE FASTENED ON THE SIDE 
OF THE POSTS DESIGNATED BY THE 
ENGINEER.  

15"  
DIA. 	TYPICAL DRIVE GATE  

CLEAR OPENING 
3LINES OF GALV. BARBED WIRE 
12* GA. 4 POINT PATTERN 

TYPICAL FENCE ELEVATION 

NOTE;  BARBED WIRE & ANGLE ARMS 
WHEN SPECIFI ED ONLY. 

T NSION ROD 

1)4" STD. 	V. PIPE 
BRACES EQUALLY SPACED 

7 GA. STEEL 
TENSION WIRE 

TYPICAL ROD & 
TRUSS ROD PANE 

STD. GALV. 
PIPE POST 

)4" STD. GALV. PIPE 
OR GATE FRAME 

TYPICAI ROD & 
TRUSS ROD PANEL 
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TYPICAL 	BARBED WIRE FENCE & DRIVE GATES 0TR
T
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OTHERWISE PERMITTED 
DRYPACKED 
GROUT OR SULPHUR 

0 
TENSION 
ROD N• 

FABRIC SAME 
AS IN FENCE 

NOTE;  
WALK GATE SHALL 
BE PROVIDED WITH 
A COMBINATION 
STEEL OR 
MALLEABLE IRON 
CATCH & LOCKING 
DECIVE OF 
APPROVED DESIGN. 

GENERAL NOTES; 
1. ALL POSTS SHALL BE STANDARD GALVANIZED PIPE & SHALL CONFORM TO THE 	FOLLOWING: 

SIZE 	WT. PER LIN. FT. 
PIPE 	BEFORE GALV.  
214" 	5.79 LBS. 

3.65 LBS. 

3" 

4" 

FOR FENCE LESS THAN 72": 
END, CORNER & INTERMEDIATE POSTS 

LINE POSTS 
DRIVE GATE POSTS- SINGLE TO 6' OR DBL. TO 12' OPENINGS 
DRIVE GATE POSTS-SINGLE OVER 6' TO 13' OR DBL. OVER 
12' TO 26' INCLUSIVE OPENINGS 

2. ALL POSTS SHALL BE FITTED WITH APPROVED TOPS. 
3. ALL WALK & DRIVE GATES SHALL BE HUNG BY TWO MALLEABLE IRON HINGES. BOTTOM 

HINGE TO BE BALL & SOCKET TYPE. 

FOR 72" FENCE & OVER: 
END, CORNER & INTERMEDIATE POSTS 
LINE POSTS 
DRIVE GATE POSTS- SINGLE TO 6' OR DBL. TO 12' OPENINGS 
DRIVE GATE POSTS-SINGLE OVER 6' TO 13' OR DBL. OVER 
12' TO 26' INCLUSIVE OPENINGS 

3 ' 

2- 

2" 

114" 

9.11 LBS. 

3.65 LBS. 
5.79 LBS. 
2.72 LBS. 

7.58 LBS. 

10.79 LBS. 

SAME AS 
END POSTS 

NOTE'  
INSERT SHALL HAVE AN I.D. 1*" GREATER 
THAN THE 0.D. OF THE PIPE USED. POSTS 
ARE TO BE GROUTED INTO INSERTS USING 
GROUT OF ONE PART CEMENT & TWO PARTS 
SAND, OR MOLTEN SULPHUR MAY BE USED. 

V.18" FOR 72" FENCE OR HIGHER. 
V=12" FOR A FENCE LOWER THAN 72- 

POST DETAIL FOR USE IN 	r' 
'  7, 

CONCRETE HEADWALLS, 	 ouL 
RETAINING WALLS. ETC, 	TYPICAL WALK GATE  
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