Sign Program: CBC Federal Credit Union

Allowable sign area: 300 square feet (building frontage-150 ft X 2)

<table>
<thead>
<tr>
<th>Sign Location</th>
<th>Type</th>
<th>Area (sq. ft.)</th>
<th>Sign Area Remaining (sq. ft.)</th>
</tr>
</thead>
<tbody>
<tr>
<td>Building (facing Gonzales Rd)</td>
<td>Individual Channel Letters (2 ft tall X 40 ft)</td>
<td>80</td>
<td>220.0</td>
</tr>
<tr>
<td>Gonzales &amp; Outlet Center Dr. (Type 1)*</td>
<td>Freestanding (1 panel/side) (shared with Factory Outlet / Home &amp; Lifestyle Center)</td>
<td>126</td>
<td>94.0</td>
</tr>
<tr>
<td>Gonzales Rd driveway (Type 2)</td>
<td>Monument (ground)</td>
<td>49.8</td>
<td>44.2</td>
</tr>
<tr>
<td>Outlet Center Dr. (Type 3)</td>
<td>Directional Sign 3/side</td>
<td></td>
<td>44.2**</td>
</tr>
</tbody>
</table>

* Pending approval of Minor Modification to U1505
**Directional signs are not counted toward a building's allowable sign area.

Materials of Freestanding, Monument and directional signs to match CBC Federal Credit Union building per plans.

APPROVED.
BY: [Signature]
DATE: March 6, 2003
CITY OF OXNARD PLANNING
SIGN TYPE 1.0 (Double Faced Sign with Illuminated Channel Letters)

Scale: 1" = 1'-0"  
Quantity: One (1) Required

GENERAL SPECIFICATIONS

Manufacture and install one (1) double faced sign with illuminated channel letters. Sign face shall be fabricated from welded 2" x 2" x 1/8" thick wall square aluminum tube frame with .080" thick aluminum skin.

Letters shall be internally illuminated channel letters which are fabricated from .080" thick backs fully stapled to .063" thick returns with 1/8" thick acrylic faces with first surface applied translucent vinyl in colors to be determined.

Channel letters shall be illuminated with 12 Volt White neon powered by 30 mA transformers housed within sign cabinet.

Sign shall conform to all UL specifications and bear a UL label.

Sign shall be engineered to local building codes and all supports shall conform to engineering specifications set forth by a certified licensed engineer.
**SIGN TYPE 1.0 SIGN PLAN VIEW**

Slate: 16' x 14'

- 1-1/2" Aluminum square tube frame. Backer Board attached to face of aluminum tubing with screws.

- Square tube support poles, set into concrete footings.

- "Mark 10" Aluminum extrusion cabinet. Cabinets to be cut apart with extension tubes welded between.

- Architectural finished concrete planter box. Planter to be poured in place after sign is installed.
SIGN TYPE 2.0 (Internally Illuminated Double face Monument Sign)

Scale: 1" = 1'-0"
Quantity: One (1) Required

GENERAL SPECIFICATIONS

Manufacture and install One (1) internally illuminated
Fabricated aluminum double face "Mark 10" cabinet monument signs.
2" retainer with 1/8" thick white acrylic faces and 1" divider bars as required.
Copy on sign faces shall be first surface applied translucent vinyl in colors to be determined. Copy shall be #3630-167 Bright blue.
Illumination shall be provided by T12 high output fluorescent lamps powered by 800 mA ballasts.
Sign shall conform to all UL specifications and bear a UL label.

Address to be flat cut out Black acrylic letters adhered to monument base.

Aluminum square tube frame with an aluminum sheet overlay, bolted to pole covers before it is installed.
**SIGN TYPE 3.0 (Internally Illuminated Double face Directional Sign)**

Scale: 1" = 1'-0"
Quantity: One (1) Required

**GENERAL SPECIFICATIONS**

Manufacturer and install: One (1) internally illuminated fabricated aluminum double face "Mark 6" cabinet directional sign. 1 1/8" recess with 1/8" thick white acrylic faces.

Copy on sign faces shall be first surface applied translucent vinyl in colors to be determined. Copy shall be #3630-167 Bright Blue. Illumination shall be provided by T12 high output fluorescent lamps powered by 800 mA ballasts. Sign shall conform to all UL specifications and bear a UL label.

Address to be flat cut black acrylic letters adhered to directional pole cover.