4.7 Transportation & Circulation

Table 4.7-9
Future (2020) Freeway Volumes and Level of Service
Future (2020) Future (2020)
Without Project Traffic Conditions With Project Traffic Conditions
Peak Peak

Peak Freeway Daily Hour D/C Daily Hour D/C Project

CMP Station Dir. Hour Capacity Volume Volume Ratio OS | Volume Volume Ratio LOS Impact
US 101 at the N/B AM 12,000 199,600 8,530 0.711 C 214,100 8,833 0.736 C 0.025
Santa Clara River Bridge PM 12,000 9,460 0.788 D 10,072 0.839 D 0.051
S/B  AM 12,000 8,310 0.693 C 8,828 0.736 C 0.043
PM 12,000 6,400 0.533 B 7,188 0.599 C 0.066
US 101 between Route 1 N/B  AM 10,000 169,000 6,610 0.661 C 180,000 7,143 0.714 C 0.053
and Vineyard Avenue PM 10,000 8,290 0.829 D 9,077 0.908 D 0.079
S/B AM 10,000 6,010 0.601 C 6,156 0.616 C 0.015
PM 10,000 6,780 0.678 C 7,122 0.712 C 0.034
US 101 between Vineyard N/B AM 10,000 177,600 7,050 0.705 C 187,400 7,533 0.753 C 0.048
Avenue and Rose Avenue PM 10,000 8,350 0.835 D 8,661 0.866 D 0.031
S/B  AM 10,000 6,510 0.651 C 6,794 0.679 C 0.028
PM 10,000 7,190 0.719 C 7,724 0.772 D 0.053
Oxnard Boulevard (Route1l) N/B AM 4,000 32,300 1,230 0.308 A 35,100 1,296 0.324 A 0.016
between Vineyard Ave. PM 4,000 1,290 0.323 A 1,374 0.344 A 0.021
and US 101 S/B  AM 4,000 1,240 0.310 A 1,413 0.353 B 0.043
PM 4,000 1,330 0.333 A 1,443 0.361 B 0.028

US 101 south of N/B  AM 8,000 182,4000 7,940 0.993 E 187,700 8,258 1.032 F(0) 0.039*
Central Avenue PM 8,000 7,110 0.889 D 7,250 0.906 D 0.017
S/B AM 8,000 5,980 0.748 C 6,086 0.761 C 0.013

PM 8,000 8,000 1.000 E 8,287 1.036 F(0) 0.036*
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